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This parts leaflet; while primarily designed to facilitate identification and ordering of replacement parts; has been 
compiled and the parts photographed in such a manner as to serve as a guide to maintenance and service 
personnel who have occasion to dismantle and reassemble complete units. 
 
It will be noted that such units as the Main Drive Shaft assembly, Hand Rail Drive, the Lower Tension Carriage 
and various others are illustrated first as complete assemblies. In the second illustration of a particular unit, the 
assembly is shown dismantled and the parts segregated, but, in their proper position and relationship for 
reassembly. 
 
Concealed parts not shown in the illustrations will be found in the text. Standard commercial items shown without 
reference numbers do not appear in the text. 
 
In many instances both right and left hand assemblies are required but only one is illustrated; the variable parts 
are covered by notations in the text. 
 
Comprised of hundreds of moving parts, escalators must have proper lubrication systematically applied; the chart 
on Page 30 and the text on Page 31 cover the lubrication system showing the various bearings and other moving 
parts requiring lubrication. 
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Typical Main Drive Shaft Assembly 
 
The illustration above is of a 2 foot Main Drive Shaft Assembly. The spider and shaft for 3 and 4 foot assemblies 
are of greater length being in accordance with width of the steps. All other Main Drive Shaft parts for the 27BE 
machines are of identical dimensions irrespective of variable width of steps. 
 
The main drive shaft assembly for Heavy Duty machines is identical with the 27BE machine with the exception of 
the Main Drive Sprocket shown in Fig. 2 on page 4, reference No. 16. This sprocket on the 27BE machine has 75 
teeth with a 1.25" pitch while on Heavy Duty machines there are but 54 teeth with a 1.75" pitch. 
 
Reference will be found in the text throughout this booklet to right and left hand assemblies. The view above is of 
a left hand assembly since facing the escalator from the lower landing and looking up, the side on which the 
engine drive is located determines the hand. 
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MAIN DRIVE SHAFT ASSEMBLY 
ML 6746C1, C2 and C3 
Fig. 2 
 

Ref. Part Quan-  
No. No. tity Description
1 209B14 2 Bearing, Timken Tapered Roller
2 63EA7 12 Bolt, Special Hex. Hd. Tap 5/8" x 1 ½",
   steel
3 84A28 12 Bolt, Oversize Fin. Body, 7/8" x 3 ½", steel
4 84A52 12 Bolt, Oversize Fin. Body, 7/8" x 4 ½", steel
5 316AJP2 2 Bracket, Main Drive Shaft, with set
   screw
 When ordering give 

Escalator Sales 
Number and length 

in pitches.

1 Chain, Baldwin-Duckworth Roller, 1 ¼" 
pitch, Double, #D-100

 When ordering give 
Escalator Sales 

Number and length 
in pitches.

1 Chain, Baldwin-Duckworth Roller, 1 ¼" 
pitch, Triple, #E-100

6 346JR1 2 Cover, Drive Shaft Bearing
7 353AH1 2 Disk, 4 ¼" ID, 9 ½" OD, ¼" thick, steel
8 A483AW1 2 End, Track
9 192G99 2 Key, ½" square, 2 ¾" long both ends
   round, steel
10 67G2 24 Nut, 7/8" Elastic Stop, steel
11 33B11 2 Sea, Perfect Oil
12 255VB13 2 Shim, Bearing, .005" thick brass
12 255VB14 3 Shim, Bearing, .007" thick brass
12 255VB15 3 Shim, Bearing, .020" thick, brass
13 500Z1 1 Shaft, 37" long, O.A., steel (for 2 ft. wide
   Escalator)
13 500Z2 1 Shaft, 49" long, O.A., steel (for 3 ft. wide
   Escalator)
13 500Z3 1 Shaft, 61" long, O.A., steel (for 4 ft. wide
   Escalator)
14 195BC1 2 Sprocket, Handrail Chain, 1" pitch, 34
   teeth
15 A195BB1 2 Sprocket, Step Chain, 5.333" pitch, 21
   teeth
15 195BB1 2 Sprocket, Step Chain, 4.000" pitch, 28
   teeth
16 195BH1 1 Sprocket, Main Drive, 1 ¼" pitch, 75
   teeth
17 468Y1 1 Spider, Main Drive (for 2 ft. wide Esca-
   lator)
17 468Y2 1 Spider, Main Drive (for 3 ft. wide Esca-
   lator)
17 468Y3 1 Spider, Main Drive (for 4 ft. wide Esca-
   lator)
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SPRING COMPRESSION BRAKE (LESS OPERATING LEVERS) ML 6742A1 
For LH Drive, use RH Brake Assembly Arr. #1 as illustrated 
For RH Drive, use LH Brake Assembly Arr. #2 opposite 
 

Ref. Part Quan-  
No. No. tity Description
18 321AT1 2 Bushing, Brake, brass
19 353AJ1 1 Disk, Brake
20 353AK1 2 Disk, Brake Ratchet
21 353AL1 1 Disk, Brake
22 397Y1 1 Hub, Brake
23 194Z1 1 Key, ¾" square, 2 ¼" long, one end round,
   steel
24 429AE1 4 Lining, Brake Disk, thermoid (12 seg-
   ments each -one segment illustrated)
25 67G3 6 Nut, 7/8 " Elastic Stop, steel
26 78T17 1 Pin, 5/16" diam., 1 1/8 " long, steel
27 98BC1 6 Rod, Spring Retainer
28 90BD3 6 Spring, Compression, 1 15/16" OD, 2 13/16"
   long
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JACK SHAFT 
ML 6746AE1, 2 
Fig. 3 
 
 

Ref. Part Quan-  
No. No. tity Description
1 209G1 2 Bearing, Spherical Roller
2 316ALZ1 1 Bracket, steel
3 346LJ1 4 Cover, Bearing Stand
4 353W3 2 Disk, 4 ½" OD, steel
-- 435C2 4 Fitting, Lubricator
-- 376AZ1 4 Gasket, paper (for Cover)
5 192D39 2 Key, <¼" square, <4 1/8" long, one end round,
   steel
6 See Note 1 Shaft, Jack Note: When ordering give
   overall length, distance between
   Sprockets, Dwg. 494CX and Sales No.
   of Escalator
7 462W9 2 Spacer, steel
8 195BP1 2 Sprocket, Triple, 34 teeth
9 472BJ1 2 Stand, Bearing
10 131AZ1 4 Washer, <1 " x <1 ¾" x ½" thick, 1 1/16" hole,
   steel
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TANGENTIAL GUIDE 
 
ML 6737A1; for Upper Guide -- ML 6737A2; for Lower Guide -- Fig. 5 
 

 
 

Ref. Part Quan-  
No. No. tity Description
9 207AL1 1 Bearing, Ball
1 57E1 1 Bolt, Eye
2 67G13 1 Nut, 7/8", Elastic Stop, steel
3 77ES1 1 Pin
- 172DE2 2 Ring, Retaining, (for Bearing #207AL1)
4 98BD1 2 Rod, Spring Retaining
- 185922 8 Screw, Hex. Socket Hd. Cap, ¼" x ¾"
5 255AZ1 6 Shim, .0062" thick, iron
6 255AZ2 6 Shim, .0085" thick, iron
7 255AZ3 4 Shim, 1/32" thick, phenolic
8 90CD2 2 Spring, Compression
10 483CV1 1 Track, steel
10 483CV2 1 Track, steel
11 483CV3 1 Track, phenolic
11 483CV4 1 Track, phenolic
12 133Z1 2 Washer, Spring Seat
Note: Quantities are for one Guide.
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BROKEN CHAIN DEVICE 
ML 6746F1: Arr. #1 & 3 as illustrated 
Arr. #2 & 4 opposite 
Fig. 7 
 

Ref. Part Quan-  
No. No. tity Description
1 See Note 1 Cam, ends bent at 45° angle, 2 7/8" long
1 See Note 1 Cam, ends bent at 45° angle, 2 5/16" long
2 72AY1 1 Nut, <¾" Hex. Hd., 5/16" tap, 1 5/16" long
   O.A., steel
3 98BH1 1 Rod, Switch, 5/16" diam., 6 ½" long O.A.,
   steel
4 90HB6 1 Spring, Compression, 11/16" ID, 4 5/16" long
5 6098D1 1 Switch, Mechanical, For details, </CE>
   Leaflet C-919
5 6098D3 1 Switch, Mechanical, For details, </CE>
   Leaflet C-919
6 133E8 1 Washer, 11/32" ID, 15/16" OD, ¼" thick,
   steel
Note: When ordering Cam, give Sales No. of Escalator and state that it is for the Broken 
Chain Device.
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BRAKE OPERATING LEVERS 
ML 6742A2--For RH Brake--illustrated -- ML 6742A3--For L.H Brake--opposite -- Fig. 9 
 

Ref. Part Quan- Description
No. No. tity  
-- 335E35 4 Bushing, Oil-less ¾" ID, ¾" OD, ½"
   long
   (for Levers #288EF2 and #288EH2)
1 355E32 2 Bushing. Oil-less, 1 ½" ID, 1 ¾ OD., <¼
   long
2 335E33 2 Bushing. Oil-less, 1 ½ ID,< OD, <1 ¼
   long
3 307W1 2 Lever
4 57F2 2 Eyebolt
5 288EF2 1 Lever, short, with two Oil-less Bushings
6 288EH2 1 Lever, long, with two Oil-less Bushings
7 439J5 1 Pawl.#1. with Bushings, Shoe, Pins, etc.,
   (for Lever #288EH2--For RH Brake
   Arr. #1--as illustrated)
7 439J6 1 Pawl, #1, with Bushings, Shoe, Pins, etc.,
   (for Lever #288EH2--For RH Brake
   Arr. #2 opposite)
8 439115 1 Pawl, #2, with Bushings, Shoe, Pins, etc.,
   (for Lever #288EF2--For RH Brake
   Arr. #1 -as illustrated)
8 439116 1 Pawl, #2, with Bushings, Shoe, Pins, etc.,
   (for Lever #288EF2--For LH Brake
   Arr. #2 opposite)
9 77ER2 1 Pin, Brake Pawl, steel
10 77ER1 1 Pin, Brake Pawl, steel
11 81AR1 2 Pin, 3/8 "diam., <1 " long, steel
12 79AM1 1 Pin, 3/8 "diam., 1 9/16" long, bronze
13 82A31 2 Pin, 3/8 "diam., <1  " long, steel
14 82A33 4 Pin, 3/8 "diam., 2 1/32 " long, steel
15 82A35 2 Pin, 3/8 "diam., <2 " long, steel
16 470W1 1 Shoe, Pawl (for Pawl #439J5 and #439J6)
17 470Y1 1 Shoe, Pawl (for Pawl #439H5 and #439H6)
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6738A BRAKE MAGNET 
ML 6738A1, A3 (for RH Brake) as illustrated -- M L 6738A2, A4 (for LH Brake)  
opposite -- Fig. 11 
 

Ref. Part or Quan-  
No. ML No. tity Description
1 A288XC1 1 Arm, 1 ¼" wide, 7 ¾long, ¾" thick, steel
2 339AK1 1 Clip, 1" wide, 1 1/32" long, thick, steel
3 338AF1 1 Clevis, 1 ¼" diam., ¾" LH thread, 2 ¾"
   long, steel
4 222AH3 1 Coil, Magnet, (for #1 Pawl) 2 leads
4 222CE1 1 Coil, Magnet, (for #2 Pawl) 3 leads, timed
5 400DA1 1 Core, Magnet, Stationary
6 400EA2 1 Core, Magnet, Movable, (for #1 Pawl-
   Arr. # 1 or 2)
6 400EA3 1 Core, Magnet, Movable, (for #2 Pawl-
   Arr. #3 or 4)
7 72BB1 1 Nut, <1 " Hex.. ¾ RH and LH thread.
   2" long, steel
8 77CM1 1 Pin, 7/16" diam., 3/8 " thread, 1 ¾" long.
   bronze
9 79AA1 1 Pin, 7/16" diam., 1 13/16" long, bronze
10 79AA2 1 Pin, 7/16" diam., 1 7/16" long, bronze
-- 6554C4 1 Switch, Mechanical (Arr. #6554C5 as
   illustrated Fig. #11 or #6554C6--oppo-
   site) each consisting of:
11   1-Arm, Switch, with Roller and Pin
   part #287AD2 Parts not furnished separately, if 

any of the parts marked with an asterisk (*) are 
needed, order complete assembly part #6554A1.

11   1-Base, Contact, with Bushing
   part #306AK2 Parts not furnished separately, if 

any of the parts marked with an asterisk (*) are 
needed, order complete assembly part #6554A1.

12   1-Board, Terminal part #303E1
13   1-Box, with Lining part #308AH2
14   1-Conductor part #175J3
15   1-Contact, Stationary part #152T1
16   2-Contact, Spring, Movable
   part #93A2
17   1-Cover, with Lining part #346DP2
11   1-Pin part #77AP1 Parts not furnished 

separately, if any of the parts marked with an 
asterisk (*) are needed, order complete assembly 
part #6554A1.

18   1-Spring, Compression
   part #90JA4
--   1-Switch, Mechanical, with Mkg. Con-
   tact ML #6554A1
19   1-Washer part #131BA1
20 136R2 1 Tube, Magnet Case
-- 129W3 2 Washer, 3 1/32" ID, 4" OD ¼" thick,
   fibre
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HANDRAIL DRIVE 
ML 6746P7; LH Side illustrated 
ML 6746P8; RH Side opposite 
Fig. 13 
 

Ref. Part Quan-  
No. No. tity Description
1 207Z19 2 Bearing, Ball
2 207Z20 2 Bearing, Ball
-- 65R2 6 Bolt, Jack Screw, 1 7/8" long OA, 1"
   thread, steel (for Base)
3 83A33 6 Bolt, Hex. Hd. Undersize Fin. Body,
   <5/8 x 1 ¾", steel
4 321AV1 1 Bushing, 1.58" ID, 1.90" OD, 2.56" long, steel
5 321AW1 1 Bushing, 1.25" ID, 1.90" OD, 5 3/8" long, steel
6 185929 2 Cover, Appleton Cat. #7645
7 440B1 2 Fitting, Conduit (Outlet Box)
-- 192E35 2 Key, ½" square, 2" long, one end round.
   steel (for Sprockets)
8 72FA8 2 Nut, Hex, Special, <" tap, steel
9 67H5 2 Nut, 1". Elastic Stop, steel
10 77FG1 1 Pin, <1 ¼" diam., <8 " long, steel
11 77EY1 1 Pin, 1.57" diam., <10 " long, steel
12 80D125 1 Pin, Taper, #8 x <3  " long, steel
13 124AN1 1 Screw, Adjusting <2 1/8 " long, steel
14 265AK1 1 Sheave, Intermediate Handrail
15 265AL2 1 Sheave, Newel Handrail
16 195BK1 1 Sprocket, 23 teeth
17 195BJ4 1 Sprocket, 29 teeth
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HANDRAIL GUIDE ROLLERS 
ML 6731A1; LH Side illustrated 
ML 6731A2; RH Side opposite 
 

Ref. Part Quan-  
No. No. tity Description
18 435B3 4 Fitting, Lubricator
19 67G11 4 Nut, ½". Elastic Stop, steel
20 77EV1 4 Pin, Shouldered. 2 11/16" long, steel
21 456AW2 4 Roller, with two ball bearings and retaining ring
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Fig.13 
CHAIN TIGHTENER 
ML 6735A1; LH Side illustrated 
ML 6735A2; RH Side opposite 
 

Ref. Part Quan-  
No. No. tity Description
22 207Z15 2 Bearing, Ball
23 67G3 1 Nut, <" Elastic Stop, steel
24 67G10 1 Nut, <" Elastic Stop, steel
25 77EW2 1 Pin, <5 " long, steel
 172CY1 2 Ring, Retaining, Internal, (for Ball Bear-
   ings)
 462BE1 1 Spacer, 1" std, pipe, <" long, (for Pin
   #77EW2)
 462BF1 1 Spacer, 1" std, pipe, <½" long (for Pin
   #77EW2)
26 195BE1 1 Sprocket, 14 teeth
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NEWEL STAND LOWER LANDING 
ML 6746W5 illustrated 
ML 6746W6 opposite 
Fig. 15 
 

Ref. Part Quan-  
No. No. tity Description
1 207Z19 2 Bearing, Ball
 83A30 1 Bolt, Hex, Hd., Undersize Fin. Body.
   ½" x <1 ¼", steel
 83A33 6 Bolt, Hex, Hd., Undersize Fin. Body.
   < " x <1 ¼", steel
2 321AV2 1 Bushing, 1.90" OD, 3" long, steel
3 185929 2 Cover, Lamp Receptacle, Appleton #7615
4 435B4 1 Fitting, Lubricator
5 444P1 1 Fitting, Pipe
6 440B1 1 Fitting, Conduit (Outlet Box)
7 385CM1 1 Guide, Chain Wheel, bronze
8 67G1 2 Nut. <", Elastic Stop, steel
9 67H5 1 Nut. 1", Elastic Stop, steel
10 72FA8 2 Nut, Hex., steel
11 77EY1 1 Pin. <9 ¼" long. steel
12 80D125 1 Pin. Taper, #8 x 3 ¼" long
13 124AN1 2 Screw, Adjusting
14 265AL1 1 Sheave, Newel Handrail
15 462HA29 2 Spacer, 11/16" ID, 1 ½" OD, <1 " long.
   steel
16 95AT1 2 Stud, 6 3/16" long, steel
17 185923 1 Tube, ¼" OD, 3 ½ ft. long, copper
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LOWER TENSION CARRIAGE 
Constant Parts ML 2172C1, C2, C3 
ML 6746G3 LH illustrated 
ML 6746G4 RH opposite 
Fig. 17 
 

Ref. Part Quan-  
No. No. tity Description
 59C8 4 Bolt. Shouldered (for Chain Guards)
1 65AT2 2 Bolt. Track Clamp, 3" long, OA
1 65AT3 6 Bolt. Track Clamp, 3 ¾" long OA
2 316ALF1 4 Bracket. Roller
3 385CL1 1 Guide
4 79AK1 4 Pin. 1" diam.. 2 ¾" long, bronze
5 456AX1 4 Roller, Tension Carriage
6 96H77 2 Rod, ¾" diam., 52 ½" long steel
7 90CD9 2 Spring, Compression
8 A183AZ1 1 Track End, Trailer Wheel
9 483BR1 1 Track, Curved, Chain Wheel
10 483BS1 1 Track, LH (illustrated)
10 483BS2 1 Track, RH (opposite)
11 483BS3 1 Track, RH (illustrated)
11 483BS4 1 Track, LH (opposite)
 483BP1 2 Track, LH ¾" x 1 15/16" x 12" long
 483BP2 2 Track, RH ¾" x 1 15/16" x 12" long
12 483CK1 1 Track
13 133AD1 2 Washer, 14/16" ID, <4 ½" OD, 1" thick, c.i.
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BROKEN CHAIN SAFETY DEVICE 
ML 2204A1--LH--illustrated 
ML 2204A2--RH-- opposite 
Fig. 17A 
 

Ref. Part Quan-  
No. No. tity Description
1 56R13 2 Bolt. Eye
2 59C6 2 Bolt. Shouldered, 1 13/16" long, steel
3 59C7 1 Bolt, Shouldered, 2 1/8" long, steel
4 238EJ2 1 Lever, Switch, with set screw
5 72AW1 1 Nut, Adjusting, 5" long, steel
6 72AX1 1 Nut, Adjusting, 8" long, steel
7 90TB3 1 Spring, Compression
8 6098BC3 1 Switch, Mechanical, LH (for details,
   see Leaflet C-919)
8 6098BC4 1 Switch, Mechanical, RH (for details
   see Leaflet C-919)
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HANDRAIL DRIVE CHAIN IDLER 
ML 6733A2 
Fig. 18 
 

Ref. Part Quan-  
No. No. tity Description
1 207Z15 2 Bearing, Ball
-- 63EA8 2 Bolt, Special Hex. Hd., Tap. ½" x 11/16".
   steel (for Plate #386YP5)
2 386YP5 1 Plate, 1 ½" wide, 2 ½" long, ¼" thick, steel
3 172CY1 2 Ring, Retaining
4 494CJ1 1 Shaft. 4 1/8" long, steel
5 195BE1 1 Sprocket, Handrail Drive, 14 teeth, semi-
   steel
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HANDRAIL COUNTERSHAFT 
ML 6734A2--illustrated 
ML 6734A3--opposite 
Fig. 19 
 

Ref. Part Quan-  
No. No. tity Description
1 207Z16 2 Bearing, Ball
2 346JT1 2 Cover, 3 9/16" ID, 5 9/16" OD, 3/16" thick.
   steel
3 192D17 2 Key, ½" square, 2 ¼" long, steel
4 386YP6 1 Plate, 1 ¾" wide, 3 ¼" long, ¼" thick, steel
5 494CH1 1 Shaft, 17 3/8" long, steel
6 195BD1 2 Sprocket, Handrail Countershaft, 25
   teeth

 
 
 
  



C-966  -     Type "O" Escalator 

Page 14 
 

 
 
 



C-966  -     Type "O" Escalator 

HANDRAIL TIGHTENER 
ML 6736A1--illustrated 
ML 6736A2--opposite 
Fig. 21 
 

Ref. Part Quan-  
No. No. tity Description
1 207Z18 2 Bearing, Ball
-- 321AY1 1 Bushing, 1 1/8" OD, 1 3/16" long, brass (for
   Sheave #265AN1)
2 321AX1 1 Bushing, 1 3/8" OD, 2 ½" long, steel
-- 67G3 1 Nut, 5/8", Elastic Stop, steel (for Clevis)
3 67H5 1 Nut, 1", Elastic Stop, steel
4 82A9 1 Pin, straight, 1" diam., 2 3/16" long, steel
5 98AN3 1 Rod, 1 3/8" diam., 54 ¼" long, steel
6 98AN4 1 Rod, 1 3/8" diam., 54 ¼" long, steel
-- 185928 2 Rope, 3/8" Tiller, 11 ft. long, iron
7 265AM1 1 Sheave, Handrail Tightener
8 265AN1 1 Sheave, Tension Rope
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HANDRAIL COUNTERWEIGHT TRACK 
ML 6746P3 illustrated 
ML 6746P4 opposite 
Fig. 22 and 24 
 

Ref. Part Quan-  
No. No. tity Description
-- 321AY1 1 Bushing, 1 1/8" OD, 1 3/16" long, brass (for
   Sheave)
-- 321LA1 1 Bushing, 3/8" diam., <" Hex. Hd., 7/16" long
   O.A., brass (for Rod #98BE2)
-- 67G6 1 Nut, ¼", Elastic Stop, steel
1 82A32 1 Pin, Sheave
2 98BE2 1 Rod. Switch Trip. with Roller
3 90LB3 1 Spring. Compression
4 265AN1 1 Sheave. Tension Rope
5 6098C1 1 Switch, Handrail and Rope (For details,
   see Leaflet C-919)
5 6098C3 1 Switch, Handrail and Rope (For details,
   see Leaflet C-919)
6 483AY1 1 Track, Handrail Counterweight (illus-
   trated)
6 483AY2 1 Track, Handrail Counterweight (oppo-
   site)
7 A6098B1 1 Switch, Handrail Stretch Take-up Signal
   (For details, see Leaflet C-919)
7 A6098B9 1 Switch, Handrail Stretch Take-Up Signal
   (For details, see Leaflet C-919)
8 A6098B3 1 Switch, Final Limit (For details, see
   Leaflet C-919)
8 A6098B11 1 Switch. Final Limit (For details, see
   Leaflet C-919)
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HANDRAIL COUNTERWEIGHT 
ML 6055AM1 
Fig. 23 
 

Ref. Part Quan-  
No. No. tity Description
1 316AJW1 4 Bracket. Counterweight
2 340AG1 1 Collar. 1 9/61" ID, <1 " OD, ¾" thick, steel
3 288DZ1 1 Lever, Counterweight
4 67G4 1 Nut. 1", Elastic Stop, steel
-- 80672 1 Pin, <" x <1 ", steel (for Collar)
5 82A30 1 Pin, < diam., 3 15/16" long, steel
6 82A31 2 Pin, 1" diam., 5 17/32" long, steel
7 81AJ1 1 Pin, <1 " diam., 10 5/16" long OA, steel
8 90GC3 1 Spring, Compression
9 345AS1 2 Weight, End
10 345AT1 11 

Quantities 
vary.

Weight, Middle

11 290AD1 4 Wheel, Counterweight
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TRACK--UPPER LANDING 
LH illustrated 
Fig. 26 
 

 LH   RH
Ref. Part or Quan-  Part or
No. ML No. tity Description ML No.
 6739A1 1 Track, ("F") Extension, complete, Lower Line, 6739A2
   consisting of:  
1 483BG1  1-Track, Chain Wheel Upthrust 483BG2
2 483BK1  1-Track, Chain Wheel 483BK2
 6741A1 1 Track, ("C") Curved, complete, Lower Line 6741A2
   consisting of:  
3 483BH1  1-Track, Trailer Wheel Upthrust 483BH2
4 483BJ1  1-Track, Trailer Wheel Upthrust 483BJ2
5 483BL1  1-Track, Trailer Wheel 483BL2
6 483BM1  1-Track, Chain Wheel 483BM2
7 483BN1  1-Track, Chain Wheel Upthrust 483BN2
 6741B1  Track, ("A") Curved, complete, Upper Line 6741B2
   consisting of:  
8 483BD1  1-Track, Trailer Wheel Upthrust 483BD2
9 483BE1  1-Track, Trailer Wheel 483BE2
10 483BF1  1-Track, Chain Wheel 483BF2
11 483AP1 1 Track, ("E") Chain Wheel Upthrust, Upper Line 483AP2

 
TRACK-LOWER LANDING

 
 6740A1 1 Track, ("D") Curved, complete, Lower Line 6740A2
   consisting of:  
12 483BV1  1-Track, Trailer Wheel 483BV2
13 483BY1  1-Track, Chain Wheel Upthrust 483BY2
14 483CE1  1-Track, Trailer Wheel Upthrust 483CE2
15 483CH1  1-Track, Chain Wheel 483CH2
 6740B1 1 Track, ("B") Curved, complete, Upper Line 6740B2
   consisting of:  
16 483BX1  1-Track, Trailer Wheel 483BX2
17 483BZ1  1-Track, Chain Wheel Upthrust 483BZ2
18 483CG1  1-Track, Trailer Wheel Upthrust 483CG2
19 483CJ1  1-Track, Chain Wheel 483CJ2

 
TRACK-INCLINE When ordering Incline Track, give Sales Number of Escalator and Reference 

Number, found above, for the particular track desired.
 

20 --  Track, Chain Wheel Upthrust --
21 --  Track, Chain Wheel --
22 --  Track, Trailer Wheel --
23 --  Track, Trailer Wheel --
24 --  Track, Chain Wheel Upthrust --
25 --  Track, Chain Wheel --
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OFFSET STEP CHAIN 
ML 6283D1 -- Assembled Right or Left Hand -- Fig. 28 
 

Ref. Part Quan-  
No. No. tity Description
1 321VA3 -- Bushing, .879" ID, 1.176" OD, 2.02" long. steel
2 321VA4 -- Bushing, 1.468" ID, 1.861" OD, 2.02" long,. steel
3 321VA5 -- Bushing, 1.13" ID, 1.459" OD, 2.53" long. steel
4 430AB2 -- Link, 3" wide, 8 9/16" long, ¼" thick, with
   two .870" holes, steel
4 430AB3 -- Link, 3" wide, 8 9/16" long, ¼" thick, with
   two .751" holes, steel
4 430AV1 -- Link, 3 ¼" wide, 10 9/16" long, ¼" thick, with
   one 1.863" hole and one 1.175" hole. steel
9 430AX1 -- Link, Offset, 3" wide, 9 14/16" long ¼" thick,
   with one 1.458" hole and one 1.175" hole, steel
10 430AX2 -- Link, Offset, 3" wide, 9 14/16" long, ¼" thick,
   with one 1.458" hole and one 1.175"
   hole, steel
6 77WC2 -- Pin, .871" diam., 3 3/12" long, steel
7 456AV1 -- Roller, 1.182" ID, 3.365" OD, steel
8 456AV2 -- Roller, 1.870" ID, 3.365" OD, steel
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STEP CHAIN 
ML 6283C1 -- Assembled Right or Left Hand Fig. -- 28 
 

Ref. Part Quan-  
No. No. tity Description
1 321VA3 -- Bushing, .879" ID, 1.176" OD, 2.02"
   long. steel
2 321VA1  Bushing, 1.468" ID, 1.861" OD, 2.02"
   long. steel
3 321VA5  Bushing, 1.13" ID, 1.459" OD, 2.53"
   long, steel
4 430AB1  Link, 3" wide, 8 8/16" long, ¼" thick, with
   two 1.175" holes, steel
4 430AB2  Link, 3" wide, 8 8/16" long, ¼" thick, with
   two .870" holes, steel
4 430AB3  Link, 3" wide, 8 8/16" long, ¼" thick, with
   two .751" holes, steel
5 430AW1  Link, 3" wide, 9 14/16" long, ¼" thick, with
   one 1.458" hole and one .751" hole,
   steel
5 430AW2  Link, 3" wide, 9 14/16" long," thick, with
   one 1.458" hole and one .870" hole,
   steel
5 430AV1  Link, 3 ¼" wide, 10 4/16" long, ¼" thick, with
   one 1.175" hole and one 1.863" hole,
   steel
6 77WC2 -- Pin, .871" diam., 3 3/32" long, steel
7 456AV1 -- Roller, 1.182" ID, 3.365" OD, steel
8 456AV2 -- Roller, 1.870" ID, 3.365" OD, steel

 
 
STEP CHAIN AXLE 
ML 2201A3--for 2 ft. wide Escalator 
ML 2201B3--for 3 ft. wide Escalator 
ML 2201C3--for 4 ft. wide Escalator 
Fig. 28 
 

Ref. Part Quan-  
No. No. tity Description
11 A502E1 -- Axle, Chain Wheel, 26 1/8" long (for 2 ft.
   wide Escalator)
11 A502E2 -- Axle, Chain Wheel, 38 1/8" long (for 3 ft.
   wide Escalator)
11 A502E3 -- Axle, Chain Wheel, 50 1/8" long (for 4 ft.
   wide Escalator)
-- 172DE1 -- Ring, Retaining, (for Wheel #A290BA1) 12
12 210G2  Sleeve, 4 1/16" long, brass
-- 131AW1 -- Washer, 1 3/8" OD, steel
13 A290AB1 -- Wheel, with two ball bearings and ale-
   mite fitting
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STEP WITH REMOVABLE TREAD 
ML 2200A, B, C ML A374CK 
Step for 3 ft. Escalator illustrated 
Fig. 29 
 

Ref. Part Quan-  
No. No. tity Description
1 77EK1 2 Pin, ½" diam., 2" long, steel
-- 172DE1 2 Ring, Retaining (for Wheel)
2 A454G3 1 Riser, 17 3/32" long, steel (for 2 ft. Esca-
   lator)
2 A454G2 1 Riser, 29 3/32" long, steel (for 3 ft. Esca-
   lator)
2 A454G1 1 Riser, 41 3/32" long, steel (for 4 ft. Esca-
   lator)
 B124FA2  Screw, #12-24 x 7/8", cross slot, steel (for
   Treads)
3 90LB5 2 Spring, Compression
4 B455A2 2 Tread, 8 8/16" wide, with drilled holes for
   screws
4 455J1 2 Tread, 8 8/16" wide, aluminum, with drilled
   holes for screws
5 B455B2  Tread, 12" wide, zinc, with drilled holes
   for screws
5 455P1  Tread, 12" wide, aluminum, with drilled
   holes for screws
6 A290AB1 2 Wheel, with two ball bearings and ale-
   mite fitting
 
* For access to pins for removing step.
Note: Quantities are for one step.
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STEP WITH NON-REMOVABLE TREAD 
ML 2200A, B, C -- ML A374CK -- Step for 3 ft. Escalator illustrated -- Fig. 29 
 

Ref. Part Quan-  
No. No. tity Description
-- 63A64 -- Bolt. Hex. Hd. Tap. <" x ½", steel (for
   Treads)
1 77EK1 2 Pin, ½" diam., 2" long, steel
-- 172DE1 2 Ring, Retaining (Wheel)
2 A454G3 1 Riser, 17 3/32" long, steel (for 2 ft. Esca-
   lator)
2 A454G2 1 Riser, 29 3/32" long, steel (for 3 ft. Esca-
   lator)
2 A454G1 1 Riser, 41 3/32" long, steel (for 4 ft. Esca-
   lator)
3 90LB5 2 Spring, Compression
4 B455A3 2 Tread, 8 9/16" wide, zinc, with tapped holes
   for bolts
4 455J2 2 Tread, 8 9/16" wide, aluminum, with tapped
   holes for bolts
5 B455B3  Tread, 12" wide, zinc, with tapped holes
   for bolts
5 455P2  Tread, 12" wide, aluminum, with tapped
   holes for bolts
6 A290AB1 2 Wheel, with two ball bearings and ale-
   mite fitting
 
Note: Quantities are for one step.
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COMB PLATE 
ML 6589D1, D2, D3, D4, D5, D6 
3 ft. Escalator -- illustrated 
Fig. 30 
 

Ref. Part Quan-  
No. No. tity Description
1 A457Z2 1 Plate, Floor, 11" x 17", zinc
1 A457Z3 1 Plate, Floor, 11" x 17 3/16", zinc
1 A457Z4 1 Plate, Floor, 11" x 17", aluminum
1 A457Z5 1 Plate, Floor, 11" x 17 3/16", aluminum
2 A457T4 2 Plate, Floor, 11" x 6 1/16", zinc
2 A457T3 2 Plate, Floor, 11" x 12 1/16", zinc
2 A457T6 2 Plate, Floor, 11" x 6 1/16", aluminum
2 A457T5 2 Plate, Floor, 11" x 1/16", aluminum
3 B453W1 -- Plate, Comb, 6" long, zinc
4 B453W4 1 Plate, Comb, <5 " long, zinc
5 B453W5 1 Plate, Comb, <5 " long, zinc
3 453Y1 1 Plate, Comb, 6" long, aluminum
4 453Y2 1 Plate, Comb, <5 " long, aluminum
5 453Y3 1 Plate, Comb, <5 " long, aluminum
-- 124AG1 -- Screw, ¼" x ½", steel

 
 
 

 
 
UPPER AND LOWER LANDING PLATES 
(Upper Plate for 3 ft. Escalator illustrated) 
ML A6537D 
Fig. 30A 
 

Ref. Part Quan-  
No. No. tity Description
1 457AA1 2 Plate, Floor, 18" x 23", zinc
2 457AA2 -- Plate, Floor, 12" x 23", zinc
1 457AA3 2 Plate, Floor, 18" x 23", aluminum
2 457AA4 -- Plate, Floor, 12" x 23", aluminum
-- 124AG2 -- Screw, Phillips Recessed Flat Head
   Machine, ¼" x 7/8", steel
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CHAIN LUBRICATOR 
LH Assembly -- illustrated -- ML 6245A1 
Fig. 32 
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Ref. Part Quan-  
No. No. tity Description
1 288FB1 1 Arm. Brush
2 288EB1 1 Arm. Stop
3 241A1 6 Brush
4 338Y4 1 Clevis
5 339E1 2 Clip, #2 Rail
6 71769 1 Collar, ½" ID, 1 ¼" OD, ½" long, steel
7 435A1 1 Fitting, Lubricator
8 376Z1 1 Gasket, 1/16" x 1 ½" x 2 5/8", vellumoid
9 376CA1 1 Gasket, 1/16" x 1 3/16" x 3 3/16", vellumoid
10 192E6 1 Key, 1/8" sq., 1" long, steel
11 192E7 1 Key, 1/8" sq., 3" long, steel
12 288DB1 1 Lever, Operating
13 812990 1 Pin, 5/16" diam., 1 1/8" long, steel
14 386EH1 1 Plate, Brush Arm
15 386FH1 1 Plate, Brush Holder
16 124BA1 6 Screw, Adjusting
17 494DA1 1 Shaft, < diam., 8" long, steel
18 90VB4 1 Spring, Compression
-- 18148 6 Washer, ¼" x <" x 1/32", mica
   (for Arm #288FB1)
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CHAIN LUBRICATOR 
Fig. 33 
 

Ref. Part Quan-  
No. No. tity Description
-- 185924 2 Cup. Sight Feed Oil
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HANDRAIL GUARD 
Fig. 35 
 

Ref. Part Quan-  
No. No. tity Description
1 241C1 4 Brush, Handrail Guard
2 A180G1 4 Holder, Brush

 
 
RUBBER HANDRAILS 
 
For each side of Escalator order: 
 
1-length equal to four times the vertical rise in feet, plus 41 feet; shape and construction as per Dwg. A50XH. 
Specify color and marking if required, and Sales Number of Escalator for which wanted. 
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General Arrangement Governor, Machine, Motor 
27 BE ESCALATOR MACHINE 
ML 2132B2 and A2088B5 
Fig. 37 
 

Ref. Part Quan-  
No. No. tity Description
1 207W3 1 Bearing, Ball
2 396AX1 1 Bearing, Inside Worm Shaft
3 396AV1 1 Bearing, Outside Worm Shaft
4 209B9 2 Bearing, Timken Roller
5 209D6 1 Bearing, Timken Roller
-- 310AW1 14 Block, rubber, isolation one <" hole.
   two 7/8" holes (for Bed Plate)
-- 310AW2 2 Block, rubber, isolation one 1 ¼" hole.
   (for Bed Plate)
6 330Z1 1 Case, Lower Gear
7 330W2 1 Case, Upper Gear
-- 185925 1 Chain, Baldwin-Duckworth, #35, 3/8"
   pitch, 3/16" wide, with one offset and
   one connecting link, 123 pitches long
8 346ZB1 1 Cover, Bearing Stand
9 346JZ1 1 Cover, Cleanout Hole
10 346JY1 1 Cover, Hand Hole
11 346KA1 1 Cover, Oil Seal
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12 346JV1 2 Cover, Outboard Stand
13 346FJ1 1 Cover, Outside Worm Shaft
14 353W3 1 Disk, 4 ½" OD, 31/64" thick, steel
15 435C2 3 Fitting, Labricator
-- 376H1 1 Gasket, <3 " ID, 4 5/16" OD, 1/16" thick,
   vellumoid (for Cover #346KA1)
-- 376AZ1 2 Gasket, 7 7/16" ID, 9" OD, .007" thick,
   paper (for Cover #346JV1)
16 376BD1 2 Gasket, <7 " ID, 10 3/8" OD, 1/16" thick,
   vellumoid
17 376T4 6 Gasket, 4 ¾" ID, 9" OD, .003" thick,
   paper
17 376T5 3 Gasket, 4 ¾" ID, 9" OD, .006" thick,
   paper
17 376T6 2 Gasket, <6 " ID, 9" OD, .006" thick,
   paper
18 376BC1 2 Gasket, Rectangular, vellumoid
-- 185930 8 Gasket, Single Jacketed, metal-asbestos,
   Goetze #139
   (for Covers 346JY1 and #346JZ1)
19 B200W1 1 Gear, Worm, Ratio <21 :1, bronze
20 381E1 1 Gland, Inside Worm Shaft Bearing
21 396EA1 1 Housing, Bearing
22 192G26 1 Key, <" square, <1 " long, steel
-- 192D1 1 Key, <" square, 3 ½" long, steel (for Shaft
   #490B32)
23 192D39 1 Key, <" square, <4 " long, steel
24 192G14 1 Key, <" square, 6 ½" long, steel
25 182D6 1 Packing, QP, with adapter
-- 377KA4 1 Pipe, ½" std., 8 ½" long, (for Cover
   #346JZ1)
26 77ZA1 1 Pin, Centering
27 81AK1 1 Pin, Locking
28 80D25 4 Pin, Taper "10 x 4", steel
29 172DF1 1 Ring, (2 Halves)
30 494CL2 1 Shaft, Driving, with nuts
31 490CB32 1 Shaft, Worm, with nuts
32 462W7 1 Spacer, 2 1/8" OD, 1 3/8" long, steel
33 195BM1 1 Sprocket, Single, 58 teeth, 3/8" " pitch
34 195BL1 1 Sprocket, Triple, 18 teetch, 1 ¼" pitch
34 195BT1 1 Sprocket, Triple, 22 teeth, 1 ¼" pitch
35 468F1 1 Spider, Worm Gear
36 472F1 1 Stand, Bearing
37 472BG1 1 Stand, Outboard Bearing
38 96H31 2 Stud, Gland
39 131AM1 1 Washer, <3 " ID, 9" OD, (.032) thick,
   brass
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83ES and 95ES MOTORS 
Bearing Parts ML 2114- 
Rotor Parts ML 6060- 
Stator Parts ML 2077- 
Fig. 38 
 

Parts for 83ES Motor
 
Ref. Part Quan-  
No. No. tity Description
1 See Note 1 Coil, Stator (complete set)
2 A358AL2 1 Frame, Front Bearing
3 A35 AL1 1 Frame, Rear Bearing
4 See Note 1 Insulation, Stator (complete set)
5 See Note 1 Rotor, complete, with Shaft
6 See Note 1 Stator, complete

 
 

Parts for 95ES Motor
 
Ref. Part Quan-  
No. No. tity Description
1 See Note 1 Coil, Stator (complete set)
2,3 A358AL1 1 Frame, Front and Rear Bearing
4 See Note 1 Insulation, Stator (complete set)
5 See Note 1 Rotor, complete, with Shaft
6 See Note 1 Stator, complete
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Parts used in common

 
Ref. Part Quan-  
No. No. tity Description
7 299EH1 1 Bar
8 59W1 1 Bolt
9 346NE1 1 Cover, Bearing
10 346PE1 1 Cover, Bearing
11 A346DF1 2 Cover
12 316GJ2 2 Cover, with bolt and thumb nut
13 376FA1 2 Gasket, 3 7/16" ID, 4 7/8" OD, .006" thick
   paper
14 385AM1 1 Guide, fibre
15 185926 2 Oilers, #VHL3303
16 172R5 2 Ring, Oil, 4" OD, 5/16" thick, brass
- 94F7 2 Spring, Ring (for Sleeves #210R1)
17 33A23 1 Seal, Oil, 2" ID, 2 3/8" OD, ½" thick
18 33A24 2 Seal, Oil, 2 3/8" ID, 3 3/8" OD, ½" thick
19 210R1 2 Sleeve, Bearing
Note: When ordering, refer to Data Plate on Motor and give Material List 
Number applying to parts needed, also the Sales and Motor Serial 
Numbers, all of which are stamped thereon.
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6505B GOVERNOR 
M L 6505B2 Governor 
M L 6505C1 Plunger 
Fig. 40 
 

Ref. Part Quan-  
No. No. tity Description
1 207Z10 2 Bearing, Ball
2 207Z21 1 Bearing, Ball
3 207Z22 1 Bearing, Ball
4 335E6 2 Bushing, Oil-less, <" long
5 327BS1 1 Cam, Governor
6 327BT1 1 Cam, Governor
7 330AS1 1 Case, Governor Gear
8 330AT1 1 Case, Governor Gear
9 346KJ1 1 Cover
10 346KK1 1 Cover
11 346KL1 1 Cover
12 346LH1 1 Cover
13 435B1 1 Fitting, Lubricator
14 435C1 1 Fitting, Lubricator
15 435Y1 1 Fitting, Lubricator
16 376J7 1 Gasket, 1 21/32" ID, 3" OD, .006" thick,
   paper
17 202R1 1 Gear, Bevel, 48 teeth, phenolic
18 202T1 1 Gear, Bevel, 25 teeth, steel
19 388AN1 1 Handle, Reset, brass
20 396CC1 1 Housing
21 192G17 1 Key, 3/16" sq., ¾" long, both ends round,
   steel
22 192G100 1 Key, ¼" sq., 7/8" long, both ends round,
   steel
23 192G101 1 Key, 1/8" sq., 7/16" long, both ends round,
   steel
24 430TA27 4 Link, 5/16" wide, 1/16" thick, 1 15/32" long,
   steel
25 432G1 2 Lug, bronze
26 6505C1 1 Plunger, assembled with Springs and
   Washers
27 80621 1  Pin, 1/16" x 7/8", steel
28 82A36 2 Pin, 5/16" diam., 2 9/16" long, steel
29 77FK1 4 Pin, Shouldered, <" long, steel
30 172DH1 1 Ring, Bearing Retainer
-- 96H73 1 Rod, 3/8" diam., 3 ¼" long, full thd., steel
   (for Case #330AT1)
31 494CP1 1 Shaft, Governor, 8" long, bronze
32 494CN1 1 Shaft, Governor, 5 5/8" long, steel
33 494CV1 1 Shaft, Cam, 5/16" diam., 21/42" long,
   steel
31 90JA2 2 Spring, Compression
35 195BN1 1 Sprocket, Governor, 18 teeth
35 195BN2 1 Sprocket, Governor, 15 teeth
-- 6554A1 1 Switch, Mechanical, consisting of:
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36   1--Arm, Switch, with Roller and
   Pin part #287AD2 Parts not 

furnished separately, if any of 
the parts marked* are needed--
Order complete Switch part 
#6554A1.

36   1 Base, Contact, with Bushing
   part #306AK1 Parts not 

furnished separately, if any of 
the parts marked* are needed--
Order complete Switch part 
#6554A1.

37   1--Contact, Stationary
   part #152T1
36   1--Pin part #77AP1 Parts not 

furnished separately, if any of 
the parts marked* are needed--
Order complete Switch part 
#6554A1.

38   1--Spring part #90JA4
39   2--Contact, (Spring) Movable
   part #93A2
40   2--Washers part #131BA1
-- 6554B1 1 Switch, Mechanical, consisting of:
41   1--Arm, Switch, with Roller and
   Pin part #287AD2 Parts not 

furnished separately, if any of 
the parts marked* are needed--
Order complete Switch part 
#6554B1.

41   1--Base, Contact, with Bushing
   part #306AK2 Parts not 

furnished separately, if any of 
the parts marked* are needed--
Order complete Switch part 
#6554B1.

42   1--Contact, Stationary
   part #152R1
41   1--Pin part #77AP1 Parts not 

furnished separately, if any of 
the parts marked* are needed--
Order complete Switch part 
#6554B1.

43   1--Spring part #90JA1
44   2--Contact, (Spring) Movable
   part #93A2
45   2--Washers part #131BA1
46   2--Washers part #128H1
47 344Y1 2 Weight, Governor
48 492AA1 1 Yoke
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20 NE CONTROLLER 
Fig. 41-42 
 

Ref. No. 1 Overload Relays, Type N-301
Ref. No. 2 6163 Magnet Switches

For details, see Leaflet C-921
Ref. No. 3 6161 Magnet Switches

For details, see Leaflet C-922
Ref. No. 4 Tube Resistance

For details, see Leaflet C-609
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Ref. Part Quan-  
No. No. tity Description
5 226H2 11 Condenser, 250MF
-- See 

Note
-- Coil, Overload Relay. Note: When ordering give part number which will be 

found on Coil to be replaced
   or give Sales and Serial Numbers obtained from data plate on controller.
6 144441 5 Fuse, Renewable, 6 amp., 250 volts
-- 144440 5 Fuse, Refill, 6 amp., 250 volts (for Fuse #144441)
7 6599D2 3 Lamp, Type S-6, 120 volts, clear
8 230AF1 3 Rectifier
1 6315D1 2 Relay, N-301 Overload, less coil
9 178812 1 Switch, Knife, 15 amp., SP, ST
10 185927 1 Switch, Fault Finding, Shallcross Mfg. Co.
   Design S-5510 Rotary, 14 positions
11 Arrow 
shows 
location, the 
part itself not 
showing in 
illustration.

225AN 1 Transformer. Note: When ordering give Sales Number of Escalator and 
Controller Serial Number and state 
that it is for the comb plate lights.

12 225BV 1 Transformer. Note: When ordering give Sales Number of Escalator and 
Controller Serial Number and state

   that it is for the Operating and Warning Light Circuit.
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ESCALATOR OPERATING BUTTONS 
M L 6533D1, -- D2 M L 6533E1 -- Fig. 43 
 

Ref. Part Quan-  
No. No. tity Description
1 299JT1 1 Bar, phenolic
2 323AF11 1 Button, red, unmarked
3 323AF10 1 Button, red, unmarked
- 6410E6 -- Contact, Key Operated, Double Throw Making, each consisting of:
4   1-Barrier, Insulating part #275AH1
5   1-Base, Contact part #306AP1
6   1-Base, Contact part #306AR1
7   3-Contact, Stationary part #150AF2
8   1-Contact, Movable part #152AE4
9   2-Key, Change #27248GA part #815871
10   1-Lock, with two keys part #431C3
11   1-Spring, Spiral Torsion part #92H4
12   1-Stop, (plate) part 

#477AM1
13 147BN2 Standard 

finish is Stainless 
Steel #25.

1 Plate, Face, with Button

13 147BN4 Standard 
finish is Stainless 

Steel #25.

1 Plate, Face, with Button (Mkd. "Far" "Near")

14 147PB2 Standard 
finish is Stainless 

Steel #25.

1 Plate, Face, with Button

15 6526G2 2 Unit, Single Make-Break, Push Button
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COMB LIGHT FACE PLATE 
M L 6752A1 -- Fig. 44 
 

Ref. Part Quan-  
No. No. tity Description
1 299JV1 2 Bar
2 443AJ1 2 Lens. Comb Light, white
3 147BR1 1 Plate, Face, stainless steel
4 128AL8 4 Screw, Jackson Oval Head, Phillips re-
   cessed machine, #10-24 x 1", stainless 
   steel
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